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	CANADIAN FREESTYLE SKI ASSOCIATION

WATER RAMP FACILITY INSPECTION FORM
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	GENERAL DATA   (for comments in data sections, please use additional paper if required):

	Date of Facility Inspection:
	DAY
	
	MONTH
	
	YEAR
	

	Name of Water Ramp & Location
	

	Name of Property Owner:
	

	Address:
	

	Telephone No.:
	
	Email
	

	Name of Facility Operator:
	

	Address:
	

	Telephone No.:
	
	Email
	

	FACILITY STAFF:

	Name of Head Coach:
	NCCP #

	Name of Lifeguard / First Aid Provider:
	Qualification:

	RAMP AND JUMP STRUCTURE:

	Condition of:
	Good
	Fair
	Poor
	Comments

	Superstructure
	
	
	
	

	Sliding surface
	
	
	
	

	Jump(s)
	
	
	
	

	Railings
	
	
	
	

	Running boards
	
	
	
	

	Decking and stairs
	
	
	
	

	WATER:

	Water Filtration System:
	
	
	
	

	Water Quality
	
	
	
	

	Landing Area
	Depth (m)
	
	Width (m)
	
	Length (m)
	

	SAFETY EQUIPMENT:

	First aid kit
	
	
	
	

	Aquatic backboard
	
	
	
	

	Buoy-line enclosure
	
	
	
	

	Ring buoy and line
	
	
	
	

	Non-accessibility of site
	
	
	
	

	Emergency phone on site
	Y
	
	N
	
	

	TRAMPOLINE:

	Frame
	
	
	
	

	Bed
	
	
	
	

	Springs
	
	
	
	

	Frame/spring pads
	
	
	
	

	Spotting belt
	
	
	
	

	Spotting Frame
	
	
	
	

	Ropes/bungee/pulleys
	
	
	
	

	End Decks
	
	
	
	

	End Deck pads
	
	
	
	

	Overall Evaluation
	Acceptable
	
	Not Acceptable
	

	COMMENTS
	

	Name of Facility Inspector:
	
	Signature
	


Inspection Guidelines
Facility inspectors are to use the following guidelines during their evaluation:

	Ramp Structure

	Super structure
	Check for damage or rot in any of the supporting member of the structure. Check that all structural footings are in good order.

	Sliding surface
	Check that all sections of the sliding surface are firmly attached and that no loose screws or nails are evident.  There shall be no bare patches in the sliding surface.

	Jump(s)
	Check that the jump surfaces and frames are solid.  No cracks or soft spots.
If there is more than one jump and one or a number of them need work please indicate in the comments section.

	Railings
	All railings need to be able to support the weight of an average adult

	Running boards
	No missing boards, exposed joints or gaps between boards.  No exposed nails or loose screws.

	Decking and stairs
	Check for loose or rotten deck boards and that all stairs are sound and can support the weight of an average adult.

	Water

	Filtration System
	(If applicable)  Check that the filtration system is in working order and that it has been inspected by a certified technician as per provincial or municipal norms.

	Water Quality
	Would YOU swim in it?

	Landing 
	Minimum dimensions as per section 5.2.2.1 of the Air Manual

	Safety equipment

	First Aid Kit
	The kit must meet the respective provincial guidelines the facility falls under.  The kit must be fully stocked and shall include a current first aid manual.

	Aquatic backboard
	The board must be able to float, and all tie-straps and accessories must be in working order.

	Buoy line enclosure
	The landing area must be delineated by a buoy line to keep swimmers out.

	Ring buoy and line
	Ring buoy and line must be in good order and readily available at a convenient location

	Non-accessibility of site
	Proper signage stating “CFSA members only” must be posted in obvious locations and there must be reasonably idiot-proof barriers installed to prevent members of the public using the facility when it is closed.

	Emergency phone on site.
	Land line must be hooked up.  Cell phone is acceptable providing it has coverage.

	Trampoline (if applicable)

	Frame
	No cracks or bends in the frame; no loose bolts; no burrs, chinks, kinks or splinters in the metal; all supporting members in place.

	Bed
	All strings intact and no deformities in the shape of the bed.

	Springs
	No missing springs.  All spring hooks pointed down.

	Frame/spring pads
	All pads in good order and firmly installed covering the metal frame and springs.

	Spotting belt
	All straps, buckles and attachment points in good order and (if applicable) twisting mechanism working smoothly.

	Overhead frame
	No cracks, breaks in frame or missing hardware used to hold the frame together.  All footings in good order.

	Ropes/Bungee/Pulleys
	All ropes and bungee lines intact.  All pulley mechanisms and attachment points in good order.

	End decks
	Check that end decks are structurally sound and can with stand the forced weight of the average adult.

	End Deck pads
	Check that end deck pads are in good shape with sufficient padding (none missing)


The inspector shall make note of any deficiencies and establish timelines for rectification of any problems as well as a schedule for re-inspection.

The completed inspection form shall be sent to National Office within one week of the inspection.
Canadian Freestyle Ski Association

808 Pacific Street  Vancouver, BC  V6Z 1C2 
Tel: 604-714-2233 Fax: 604-714-2232  E-mail: info@freestyleski.com 

